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IECEx
• Angle head for use in chest pocket
• High efficient heatsink
• Built-in gas release vent

• High and Low mode functions
• High efficient heatsink
• Built-in gas release vent
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ATEX AT4 - Angle LED flashlight
The ATEX approved torch offers a bright LED light that 
makes even the darkest job easy to do. The angle on 
the flashlight, and the sturdy clip on the back, makes 
it easy to attach the flashlight to you clothes. 

ATEX AT3 - Classic torch
The ATEX classic torch delivers a bright LED light, that 
gives you all the light you need to get the job done. 
The torch is fitted with rubber grip on the sides, so 
you never loose traction of the torch while working. 

Certifications & Standards

Specifications

Battery   4xAA
Waterproof   IP54
Weight   250g
Dimensions  183x69x63mm
Beam distance 250 meters
Part number  401.1002

IECEx

Class 1, Div 1 and 2, Grp ABCD
Class 2, Div 1 and 2, Grp EFG
Class 3 / Temperature Code T4 IP54
File number: 261379

Gas: Ex ia IIC T4 Ga
Mine: Ex ia I Ma
IECEx SIR 15.0062X

Gas: II 1G Ex ia IIC T4 Ga
Mine: I M1 Ex ia I Ma
Sira 15ATEX2166X

ATEX AT4

Certifications & Standards

Specifications

Battery   4xAA
Waterproof   IP67
Weight   115g
Dimensions  174x47x47mm
Beam distance 120 meters 
Part number  401.1001

IECEx

Class 1, Div 1, Grp ABCD
Class 2, Div 1, Grp EFG
Class 3 / Temperature Code T4 IP6X
File number: E324236

Ex ia IIC T4 Ga IP6X
IECEx UL 13.0013X

II 1G Ex ia IIC T4 IP6X
DEMKO 13 ATEX 1302999X

ATEX AT3


